
OWNER'S INSTRUCTIONS
MACGREGOR 26

PAGE
1
4
4
5
6
7
8
9
9
10
12
13
13
14
14
14
14
15
16
17
17
17
19
20
20
20
20
20
21
22
22
22
24

SPECIAL SAFETY WARNINGS ;f.!" (,

GENERAL INFORMATION ,,'-;
RECOMMENDED EQUIPMENT
RIGGING THE MAST
PREPARING FORTRAILERING
PREPARING THE TRAILER
TOWING THE BOAt AND TRAILER
ATTACHING THE MAST SUPPORT WIRES TO THE BOAT
RAISING THE MAST
RAISING THE MAST WITH THE OPTIONAL MAST RAISING SYSTEM
ADJUSTING THE MAST SUPPORT WIRES
RAMP LA UN CHING
THE WATER BALLAST SYSTEM
RETURNING THE BOAT TO ITS TRAILER
EMPTYING THE BALLAST TANK
CONNECT THE BOOM TO THE MAST
MAINSHEET
MAINSAll,
JIB (FORWARD SAll,)
GENOA (OPTION)
REDUCING THE AREA OF THE MAINSAll, (REEFING)
CENTERBOARD
RUDDERS
HATCHES
BOOM V ANG
SELF-RIGHTING CAPABILITY
FOAM FLOTATION
POWERING
BOAT MAINTENANCE
WIRING DIAGRAM
TRAll.ER MAINTENANCE
LIMITED WARRANTY
HOW TO SAll,

SPECIAL SAFETY WARNINGS-- - ---

NEVER POWER THE BOAT OVER 6 MILES PER
HOUR WITH THE CENTERBOARD DOWN. At
high speed, the centerboard creates lots of sideways lift and
can cause the boat to be unstable. It can roll the boat severely
or possibly cause a capsize. Pull it all the way up into the boat
and secure it well. It is extremely important to check the cable
frequently while powering to be sure the board has not come
loose and lowered itself. This is particularly important when
the boat is pounding into waves and things tend to get jiggled
loose. It is OK to leave the board down for low speeds (under 6
mph), where it will significantly enhance steering control.


